
 

 

 

 

 

 

 
 

 

 

 
 

 
 

 
 

 

 

 

 

 

 

 

 

 

 
 

 

 
 

PCAP Touch Screen Kiosk (TAO) - 

Assembly Guide 



Overview 
 

 

 
 

Box Contents 

 



  

  

    

  

  

  

 and weight plate (increase the overall stand weight to make it more stable) 

  

 

 
 







 

Please ensure that the stand and screen are handled in a safe manner at all times and where necessary 

more people are available. The assembly must be carried out on a soft surface to avoid scratching the 

stand or screen. 



Assembly 
 

Step 1 

   Lay down the pillar on the ground with the inputs facing up, then offer up the base and weight 

   plate with the bolts aligned.  Please ensure the front side of the pillar is facing at bottom.  

    

   Screw two of the bolts into the bracket manually.  
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Step 2 
 

 

 

 

 

 



Step 3 

 

 

   
 

 
 

 

 

 

Step 4 
 

 

 

 

Step 5 
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Step 8 

 

 

  
 

     

 

 

Step 9 
 

 



Step 10 

 

 

 

 

 

 

Step 11 
 

 

 

 



Step 12 

 

 

 

 

 

Step 13 
 

Step 14 

 

Please bear in mind, cable could also go through the bottom to the pillar alternatively rather 

than using the Kettle plug that fixed on pillar. 
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